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School - University

AP WIRED CLOCK SYSTEM

Style 1211

LED digital clock. Hours, Minutes. 12cm digits. Viewing distance upto 50 meters. 120° angle of vision.

Injected ABS black case. LED colours: red, yellow. Adjustable brightness - 4 levels with diffusing filter. For indoor. AFNOR coded time transmission for 9
Eic:(?r?nfc):f/vtalzrElr(:celfel?%\'/itEPT:Z:er:\?vel(ci)cclfil:nc:a;tem Mounting option: Double sided mounting on wall or ceiling bracket glocksiNon=erecnediMulicors]Cable 0
9 Eled ’ 9 option: 9 9 ’ 16/0.2mm (0.5mm?2). 4 wires (2 for corridors - classrooms - refector
Wireless time distribution Wired time distribution (AFNOR) Independent signal, 2 for low voltage power supply)
230V power supply 230V power supply Radio synchronised 8— sports hall
230V power supply
Style 12 E LED digital clock. Hours, Minutes. 12cm figures. Viewing distance upto 50 meters. 120° angle of vision. Injected ABS black case.
LED colours: red, yellow. Adjustable brightness - 4 levels with diffusing filter. For outdoor.
Continous timekeeping. Embedded calendar. Service room .
Fixing to wall bracket with screw locking system. Mounting option: Double sided mounting on wall or ceiling bracket.
(5]
Wireless time distribution Wired time distribution (AFNOR) Independent
230V power supply 230V power supply Radio synchronised
230V power supply
Style 12 Sl LED digital clock. Hours, Minutes. 12/10cm figures. Viewing distance upto 50 meters. 120° angle of vision
Injected ABS black case. LED colours: red, yellow. Adjustable brightness - 4 levels with diffusing filter. For indoor.
Continous timekeeping. Embedded calendar.
Fixing to wall bracket with clip locking system. Mounting option: Double sided mounting on wall or ceiling bracket.
es
Wireless time distribution Wired time distribution (AFNOR) Independent
230V power supply 230V power supply Radio synchronised Master clock with
230V power suppl aster clock wi
power supply . programming circuits, MIC Sigma H
o service room radio synchronised, AFNOR MIC Sigma Mod
coded time output signal
230V power supply
Style 12 SE LED digital clock. Hours, Minutes. 12/10cm figures. Viewing distance upto 50 meters. 120° angle of vision.
Injected ABS black case. High brightness. LED colours: red, yellow. Adjustable brightness - 4 levels with diffusing filter. For outdoor. Modular master clock o
Continous timekeeping. Embedded calendar. Wireless time distribution,
Fixing to wall bracket with clip locking system. Mounting option: Double sided mounting on wall or ceiling bracket. @ computer network NTP time server for LAN or Mic Sigma Mod CTC - MTS
WAN computer network
Wireless time distribution Wired time distribution (AFNOR) Independent 230V power supply [A)
230V power supply 230V power supply Radio synchronised
230V power supply (3) reception LCD calendar clock gtr;)lzl 7940 I
offices ?ﬁé%"; Ofge"re;ﬁé%‘f; voltage Profil 930 |
meeting rooms oy Date Cristalys 14
. 0-0
Mondiale Multi time zones LED digital clock (3 to 6 cities). 5cm figures. Viewing distance upto 20 meters. 120° angle of vision.
3V-4V-5V-6V InJecFed AB§ black case. High brightness. LED colours: red, yfellovy, blue. Adjustable br|ghtnes.s - 4 levels with d|ffu5|pg ﬁIFer. A 9 corridors LD clock Hour - minute Style 5
Continous timekeeping. Embedded calendar and programming time zone for each display. Fixing to wall bracket with clip locking system. classrooms Battery or very low voltage Stvle 7
Mounting option: Double sided mounting on wall or ceiling bracket. I ) Y
f (TBT) power supply Cristalys 7 Profil 930 |
re ectory 0-0
Wireless time distribution Wired time distribution (AFNOR) Independent X
230V power supply 230V power supply Radio synchronised Cv”alfhgue CIOkah nut
eatherproof, hour - minute
230V power supply (5 yard 40cm Diameter Profil 960 E
Battery or very low voltage Style 12
(TBT) power SuPpIy e or @ Profil 940 E
LED Clock Luminous LED clock. Hour Minute seconds. Digit height: 2 cm (1,5mm for seconds). Visibility: 10 meters. Large viewing angle. Relay to control lightning,
HMS 20 mm Rack aluminum casing (black color). LED color: red. Diffusing filter. Silent operation. Continuous time keeping. Embedded mount. Wireless heating and access control Connection to main
time receiver through interface. @ remote controller systems. Cabling to/from the electric board
master clock
Wireless time distribution Wired time distribution (AFNOR) Independent
(through wireless interface) 230V power supply Radio synchronized sMcl(J)Irt?-k;ggrr(tjs
230V power supply 230V power supply (7} sport hall Wireless keyboard g 28;(5)
230V power supply 876030
(A)
Sound amplified unit
3 melodies / Bell ringing T™ 20
O bell system for start & end of class ™o4
230V or 24V power supply CA 15 extérieur
[A) CA1s
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Power supply:

@ 230V Mains power @ 1,5V batteries

@ 6/24V Very low voltage (TBT)



